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lts optibelt ALPHA Power
The powerful Optibelt ALPHA Power timing belts are the 
result of consistent further developments. The versatile 
experiences with the ALPHA standard timing belts have 
been implemented in this belt generation.  
With new, more resistant and more durable polyurethane 
compounds, this generation possesses an increase in 
power of up to 30 % in comparison with the previous 
standard belts. 
The Optibelt ALPHA Power permits more compact  
drive solutions that help cut costs when purchasing new 
belts and pulleys. The optimized interplay of the poly-
urethane and steel cord components guarantees  
the Optibelt ALPHA Power an extremely economical  
solution for a wide range of applications.

Advantages 
• �Higher power transfer – up to 30 % in comparison  

with conventional standard polyurethane timing belts
• �Longer operational life thanks to optimised materials
• �High level of flexibility thanks to optimised materials
• �Runs in all conventional standard timing pulleys

Sections:
T2,5; T5; T10; AT5; AT10; 
double timing belt DT5 and DT10

Dimensions:
120 to 2250 mm

Timing belt pulleys:
all standard pulleys  
special pulleys on request

	 Light engineering	 	 Cameras
	 Data processing	 	 Plotters
	 Office equipment	 	 Printers
	 Bank equipment	 	 Coin dispensers
	 Gardening equipment	 	 Scarifiers, aerators
	 Machine tools	 	 Feed drive systems
	 Medical technology	 	 Sample transport
	 Textile machine	 	 Fabric feed
	 Toys	 	 Model aircraft

Examples of Applications


